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PROIlineB Series - Wall Mounting 19” Cabinets - Compliance

Compliance :

* EN 12150-1 Compliant Tempered, anti-static, secure, grinded edges
Glass front door- t:4,0mm

* DIN 1743 , DIN 53571 , RoHS Compliant barrel quarter turn lock on
front door

* EN 60297 - Mechanical structures for electrical and electronic
equipment. Dimensions of mechanical structures of the 482,6 mm (19 in)
series

* EN 60917 Modular order for the development of mechanical structures
for electronic equipment practices. Generic standard

* EN 61587-1 Mechanical structures for electronic equipment - Tests for
IEC 60917 and IEC 60297 series - Part 1: Environmental requirements, test
set-up and safety aspects for cabinets, racks, subracks and chassis under
indoor conditions

e Climatic and Environment: EN 61587-1/4.2,IEC60068-2-1,
IEC60068-2-2 , IEC60068-2-30,

» Static Mechanical Load Lifting: EN 61587-1/5.2.1

« Static Mechanical Load Stiffness: EN 61587-1/5.2.2

* Dynamic Mechanical Load Vibration and Shock, Impact:
EN61587-1/5.3.1,EN61587-1/5.3.3,IEC60068-2-6, IEC60068-2-27,

* Earth Bond: EN61587-1/6.2

* Flammability: EN 61587-1/6.3

* Degrees Of Protection Provided By Enclosures (Ip Code): IP20,
EN61587-1/6.4 Optionally IP30 protection class is provided

* EN 13501-1+ A1- Epoxy Powder coated compliant to Fire classification
of construction products and building elements -Part 1: Classification using
data from reaction to fire tests

* Epoxy Powder coating tested as per EN ISO 9227 and ASTM B 117
Corrosion tests in artificial atmospheres - Salt spray tests

* EN ISO 2409 Paints and varnishes - Cross-cut test

* EN ISO 2178 Non-magnetic coatings on magnetic substrates -
Measurement of coating thickness - Magnetic method

* RoHS Compliacy according to 2011/65/EU

* CE Compliant to EN 60950-1

* Sheet Steel Compliant to EN 10130 Cold Rolled Sheet Steel with DC-01
6112 or 7122 grade

* Fixing elements are compliant to Connection elements (bolt, nuts, shim,
etc.) “ DIN 7985, DIN 965, DIN 7981, DIN 934, DIN 985, DIN 933-
coated according to EN ISO 2081 Metallic and other inorganic coatings -
Electroplated coatings of zinc with supplementary treatments on iron or

steel

Standards of Production Facility
ISO 9001- Quality Management System

ISO 14001- Environmental Management System
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PROIlineB Series - Wall Mounting 19” Cabinets - Construction Details
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MOUNTING DISTANCE MOUNTING DISTANCE
FRONT DOOR DIMENSIOS IN (450) (600)
OPENING ANGLE WITDH AND HEIGHT
Ah h H 1))
4U 78 210 278 450-600
6U 167 299 367 450-600
9U 301 432 500 450-600 FRONT DOOR FD TYPES
12U | 434 | 565 | 633 | 450-600 (00-01-02:09
00 - No Front door
15U 567 698 766 450-600 01 - Glass Door
02 - Perforated Door
18U | 700 | 832 | 900 [ 450-600 03 Solid Dosr
21U 834 934 1033 | 450-600
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PROIlineB Series - Wall Mounting 19'"' Cabinets
Height and Depth informations

Part Definit Material i Material Shipment
Main Body (Structure) DIN EN 10130-DC-01-6112 CRS 0,8mm 1
Front Door EN 12150-1 Tempered Secure Glass 4,0mm 1
19” Equipment Mounting Rails DIN EN 10130-DC-01-6112 CRS 1,2mm 2
Rear Body Frame DIN EN 10130-DC-01-6112 CRS 1,0mm 1
Side Panels DIN EN 10130-DC-01-6112 CRS 0,8mm 2
Wall Easy Hanging Bracket DIN EN 10130-DC-01-6112 CRS 1,5mm 1

ProlineB Series Wall Mounting Cabinet W600mm x D450mm
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LN-PRB-04U6045-CC-A/F-FD | PROlineB Series | 04U 19" W600xD450mm Wall Mounting Cabinet PROlineB Series | 600x450x278 | 11,4 | 645x515x292 | 13,4 | 615x478x125 | 13

LN-PRB-06U6045-CC-A/F-FD | PROlineB Series | 06U 19" W600xD450mm Wall Mounting Cabinet PROlineB Series | 600x450x367 | 13 | 645x515x382 | 15 615x482x130 14,6

LN-PRB-09U6045-CC-A/F-FD | PROlineB Series | 09U 19" W600xD450mm Wall Mounting Cabinet PROlineB Series | 600x450x500 | 15,8 | 645x515x514 | 17,8 | 615x582x135 17,3

LN-PRB-12U6045-CC-A/F-FD | PROlineB Series | 12U 19" W600xD450mm Wall Mounting Cabinet PROlineB Series | 600x450x633 | 18,8 | 645x515x677 | 21,1 | 645x585x165 19,7

LN-PRB-15U6045-CC-A/F-FD | PROlineB Series | 15U 19" W600xD450mm Wall Mounting Cabinet PROlineB Series | 600x450x767 | 21,6 | 645x515x791 | 24,1 | 782x630x165 | 23,7

LN-PRB-18U6045-CC-A/F-FD | PROlineB Series | 18U 19" W600xD450mm Wall Mounting Cabinet PROlineB Series | 600x450x900 | 24,2 | 645x515x914 | 26,7 | 915x630x165 | 26,3

LN-PRB-21U6045-CC-A/F-FD | PROlineB Series | 21U 19" W600xD450mm Wall Mounting Cabinet PROlineB Series | 600x450x1033( 26,8 | 645x515x1047| 29,8 | 1040x630x165 | 29,4

** A/F notation is related to packing definition - if Assembled Required please keep A- if Flat Pack Required please keep F on the part number extention
*#* FD is Front door Selection- 00 No Door- 01 Glass door- 02 Perforated Front Door -03 Solid Metal Door
***% CC= Color codification- Replace CC with BL for Black RAL 9005 Color- and Replace CC with LG for Light Grey RAL 7035 Color

ProlineB Series Wall Mounting Cabinet W600mm x D600mm
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LN-PRB-04U6060-CC-A/F-FD | PROlineB Series | 04U 19" W600xD600mm Wall Mounting Cabinet PROlineB Series | 600x600x278 | 13,4 | 635x655x292 | 15,8 | 632x615x120 | 15,4
LN-PRB-06U6060-CC-A/F-FD | PROIineB Series | 06U 19" W600xD600mm Wall Mounting Cabinet PROlineB Series | 600x600x367 | 15,4 | 635x655x382 | 17,8 | 632x615x120 17,4

LN-PRB-09U6060-CC-A/F-FD | PROlineB Series | 09U 19" W600xD600mm Wall Mounting Cabinet PROlineB Series | 600x600x500 [ 18 | 635x655x514 | 20,4 | 632x615x125 | 20

LN-PRB-12U6060-CC-A/F-FD | PROIlineB Series | 12U 19" W600xD600mm Wall Mounting Cabinet PROlineB Series | 600x600x633 | 21,8 | 635x655x677 | 24,5 | 645x632x190 | 24,1

LN-PRB-15U6060-CC-A/F-FD | PROlineB Series | 15U 19" W600xD600mm Wall Mounting Cabinet PROlineB Series | 600x600x767 | 26,2 [ 635x655x791 | 28,9 | 1220x632x197 | 28,5

LN-PRB-18U6060-CC-A/F-FD | PROIlineB Series | 18U 19" W600xD600mm Wall Mounting Cabinet PROlineB Series | 600x600x900 | 27,6 | 635x655x914 | 30,3 | 1220x632x197 | 29,9

LN-PRB-21U6060-CC-A/F-FD | PROlineB Series | 21U 19" W600xD600mm Wall Mounting Cabinet PROlineB Series | 600x600x1033| 30,6 | 635x655x1047| 33,6 | 1220x632x197 | 33,2

** A/F notation is related to packing definition - if Assembled Required please keep A- if Flat Pack Required please keep F on the part number extention
*** FD is Front door Selection- 00 No Door- 01 Glass door- 02 Perforated Front Door -03 Solid Metal Door
*#*% CC= Color codification- Replace CC with BL for Black RAL 9005 Color- and Replace CC with LG for Light Grey RAL 7035 Color
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PROIlineB Series - Wall Mounting 19” Cabinets - Features

EASY & SHORT ASSEMBLY
SUPERIOR LOGISTICS COST Total 12 Soron- Assembly QUICK FIT and QUICK LIFT
SAVINGS WITH FLAT PACK Time:less than 2 mins OFF SIDE PANELS

PULL & RELEASE PINS which LOCK QUICK FIT SIDE PANELS provides SECURITY
Accessible by the authorized person only when the front door key lock is opened.
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QUICK FIT SIDE PANEL

QUICK INSTALL and QUICK RELASE EASY WALL FIXING
FRONT DOOR HINGE PINS Only 1 Technician needed

QUICK RELEASE SPRING LOAD
DOOR HINGE PIN

T FRONT DOOR
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PROIlineB Series - Wall Mounting 19” Cabinets - Features
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MULTIPLE CABLE ENTRY OPTIONS EASY BEND CONCEPT
MULTIPLE CABLE ENTRY MULTIPLE CABLE ENTRY
OPTIONS EASY BEND OPTIONS EASY BEND
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19” rails are 4 pcs in standard for both D450 and D600mm cabinets 2 adjustable in front
2 fixed on Rear Wall Frame Module
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PROIlineB Series — Assembly and Load Test Videos

PROIlineB Assembly Video

u https://youtu.be/-hro59Ds2k0 @
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CONTACT DETAILS

Headquarters

Address:
Merve Mah. Gazi Cad. No: 17 Phone: +90 216 312 26 53 pbx
Sancaktepe - istanbul / TURKEY Fax :+90 216 312 09 09

Factory

Address:

20. Cadde No: 14 Eskisehir Phone: +90 222 236 24 66 pbx
Organize San. Bolg. 26110 Fax :+90 222236 13 53

Eskisehir / TURKEY

www.lande.com.tr
L ] satis@lande.com.tr




